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FA2C/MS 1600 4p WMP

Extended Product Type FA2C/MS 1600 4p WMP

Product ID 1SDA080494R1

EAN 8015644870225

Catalog Description FA2C/MS 1600 4p WMP

Long Description
MOVING PART FOR C.BREAKER SWITCH-DISCONNECTOR FORMULA AIR FA2C/MS 1600

FOUR-POLE

General Information

PRODUCT-DETAILS

Circular Value
9AKK108467A5658Conflict Minerals

Reporting Template
(CMRT)

9AKK108467A8326Toxic Substances
Control Act - TSCA

Environmental
9AKK108467A6707Environmental
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Information

9AKK108466A1425REACH Declaration

9AKK108466A1424RoHS Information

Following EU Directive 2011/65/EU and Amendment 2015/863 July 22, 2019RoHS Status

8a7d71a5-2a07-4f27-983d-dae6aa988b5f Italy (IT)SCIP

12258c52-1041-4cfb-bc6f-8c491add9e78 Germany (DE) 
24e1c53d-74de-4c8e-9a4e-6ce67cddc282 Poland (PL) 

37636e72-4f45-4a0f-ace7-daa3b54e2551 Norway (NO) 
aaadbff5-c0bf-45de-811f-3e8d20323faa Finland (FI) 

1665ecff-810e-4f82-ae7e-00ad8f0e5ed8 Netherlands (NL) 
4b288999-cb1e-409d-af0c-e40db7f9e784 Germany (DE) 
4e163644-deec-4bcb-b305-701a2783b1a6 Denmark (DK) 

b97f3c37-b11f-40d2-bff5-b185c03f08df Germany (DE) 
8f96aa8b-f126-40ed-b2d3-425e835cfbec Croatia (HR) 

04966e49-9a7e-4356-b625-83b88882675b Czech Republic (CZ) 
0c62d805-c6a0-428d-9fb5-aaaf913590fc Poland (PL) 

38778027-69e2-4d09-94cc-fdb3e2a843f5 Netherlands (NL) 
5d76814b-3037-4f79-941b-df928a249701 Netherlands (NL) 

f8eff6b7-0b6e-41f5-8f95-73df2312732e Estonia (EE) 
faa62df7-36a3-4717-b174-0a25fbdd1021 Greece (GR) 

376d6f12-1011-4008-938d-b12e1df8db5d Portugal (PT) 
8bac3fcd-1c2e-427b-a1a0-d5499716a374 Bulgaria (BG) 

ffa3a09b-4948-4d7f-a018-f773a1d8acfe Sweden (SE) 
7c1858d6-8c2f-47ad-9825-2bf2d1c0fc37 France (FR) 

7e5caa53-fe44-4a0c-b3ca-ee70d1850fd0 Sweden (SE) 
9a3794fa-f33a-4bd2-a2ca-9d48a4366e8c Poland (PL) 

55f9f6cb-2990-4a9c-96b4-8c47e9624174 Germany (DE) 
2f135aa8-1219-4cf7-a8ab-ee754c98b973 Germany (DE) 
0b7a3a15-7d8c-4d96-93a3-04d9d5f571d5 France (FR) 

2b3fa2a7-454c-412f-bddc-ffa2f80a863e Netherlands (NL) 
4e8904ce-f153-4f4c-b43e-e2e61c20fe02 Spain (ES) 

e1c6586f-98eb-410d-8977-efb82fab711a Netherlands (NL)

Simplified SCIP

Ordering
8015644870225EAN

1 pieceMinimum Order Quantity

85362090Customs Tariff Number

Dimensions
407 mmProduct Net Width

425 mmProduct Net Height

383 mmProduct Net Depth /
Length

49 kgProduct Net Weight

Container Information
box 1 piecePackage Level 1 Units

515 mmPackage Level 1 Width

610 mmPackage Level 1 Height

615 mmPackage Level 1 Depth /
Length

60 kgPackage Level 1 Gross
Weight

8015644870225Package Level 1 EAN
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Additional Information
ACCurrent Type

30 cycles per hourElectrical Durability

60 cycles per hourMechanical Durability

100 %Neutral Pole Current ([%
Iu])

4Number of Poles

Formula AirProduct Main Type

Switch-disconnectorProduct Name

Switch-disconnectorProduct Type

1600 ARated Current (In)

690 VRated Voltage (Ur)

12 kVRated Impulse
Withstand Voltage (Uimp
)

AC 1000 VRated Insulation Voltage
(Ui)

690 V ACRated Operational
Voltage

for 1 s 42 kA 
for 3 s 25 kA

Rated Short-time
Withstand Current Low
Voltage (Icw)

1600 ARated Uninterrupted
Current (Iu)

CShort-Circuit
Performance Level

IECStandards

FA2Sub-type

Withdrawable Circuit-BreakersTerminal Connection
Type

WVersion

Certificates and Declarations
1SDC200044D0201Data Sheet, Technical

Information

9AAK10103A1376Declaration of
Conformity - CE

1SDH001600R0002Instructions and
Manuals

Classifications
EC000216 - Switch disconnectorETIM 7

EC000216 - Switch disconnectorETIM 8

EC000216 - Switch disconnector (low voltage)ETIM 9

QObject Classification
Code

5. Small Equipment (No External Dimension More Than 50 cm)WEEE Category

V11.1 : 27371403eClass
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Low Voltage Products and Systems  → Circuit Breakers  → Air Circuit Breakers  → Formula AIR

Categories
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